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Material Safety Data Sheet U.S. Department of Labor 

May be used to comply with Occupational Safety and 

OSHA’s Hazard Communication Standard Health Administration 
20 CFR 1910.1200 Standard must be (Non-Mandatory Form) 

consulted for specific requirements. Form Approved OMB. 1218-0072 


DIVISION: ELECTRICAL PRODUCTS DIVISION 

TRADE NAME: KING SAFETY CONNECTORS 

KING TECH. ID#: KING 1 .2, 3.4, 5, 6, 9 & KO.KR.KB Radio Shack 

DOCUMENT: 42792-1 Cat.No. 64-3065 


Section 1, Material Identification 


Manufacturer’s Name: Emergency Telephone Number: 

King Safety Products 800-633-0232 


Address: Description; Dielectric Grease 

3801 Lloyd King Drive, St, Louis, MO. 63304 
Date Prepared: 2/5/92 Revised: 1/2/96 


Section li. Ingredients And Hazards 

Ingredient Name: 

Cas Number: 

Percent: 

Exposure Limits; 

Monoafkoxytitanate 

6B5S5-79-5 

1 

LD50 (derm, rats) 




7000 mg/kg 

Zinc Oxide * 

1314-13-2 

22 

None Established 

Dimethyl Silicone 

63148-62-9 

>50 

None Established 


* Regulated Under Section 313 of Title III of SARA [Zinc Compound): 
No other ingredients are considered hazardous under normal usage. 


Section ill Physical Data 


Appearance & Odor; Smooth, White, Odorless Grease 


Boiling Point: Not Volatile 

Vapor Pressure; Negligible 
Water Solubility (%) Insoluble 


Evaporation Rate; Slower than diethyl ether 
Specific Gravity (H20 = 1): 1.2B 
Melting Point; Over 500 F 


Vapor Density (AiR=1): Heavier than Air % Volatile by Volume; 0 
pH: Neutral Molecular Weight: Not Calculated 
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Section IV Fire And Explosion Data 

Flash Point (method) : over 400 F (COC) Limits: LEL %: N/A UBL %: N/A 
Extinguishing Media: C02, Foam, Dry Chemical, Water Spray 
Usual Fir© or Explosion Hazards: None 

Special Flre-Flghtlng Procedures: Avoid Smoke Inhalation. Water or foam may cause 
frothing. 


Section V Reactivity Data 

Materia! is Stable Hazardous polymerization will not occur 

Chemical incompatibilities: Strong oxidizing materials 
Conditions to avoid: Pyrolysis 

Hazardous Decomposition Products: Burning may produce carbon monoxide as well 

as small amounts of other toxic fumes. 

Avoid contamination of cigarettes or other tabacco products. 


Section VI Health Hazard information 


This product is not considered a human carcinogen bv any recognized source. 

Summary ot risks: There is no experience with overexposure. Prolonged or repeated 
contact with skin or contact with the eyes may cause irritation. Inhalation of mists or 
vapors from material at high temperatures may irritate respiratory passages. Limit for 
airborne concentrations 5mg/m3 for oil mist in air {OSHA Regulation 29 CFR 1910.1C00). 

Medical conditions which may be aggravated by contact: None 
Target organs: Skin, eyes, respiratory passages (high temperatures only) 

Primary entry route(s): skin, eyes, inhalation (high temperatures only) 

Acute effects: Possible skin and eye irrigation. Possible respiratory passage 
irritation at high temperatures. 

Chronic etfect(s): None know 
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First Aid; 

Eye Contact: wash thoroughly; contact physician if irritation persists. 

Skin contact: wash with soap and water. 

Inhalation: move to fresh air and refer to a physician for treatment. 

Exercise ordinary measures of personal hygiene. Avoid contamination of cigarettes or 
other tabaccQ products. 


Section Vti - Spiil, Leak and Disposal Procedures 


Spit! / Leak procedures: wipe or scrape up spillage and place it in a container for 
disposal. Wash walking surfaces thoroughly with detergent and water to reduce slipping 
hazard. 

Waste Management / Disposal: Many states classify waste lubricants as "hazardous'* 
which means disposal only by a licensed firm. CONSULT LOCAL, STATE AND FEDERAL 
REGULATIONS APPLICABLE TO YOUR AREA. 


Section VIII - Special Protection information 


Personal Protective Equipment: 

Goggles; Safety glasses recommended. 

Gloves: Recommended, especially to avoid prolonged or repeated skin contact. 
Respirator: not required unless mists, smoke or vapors are produced at high 
temperatures. 

Other; Not needed 

Workplace Considerations: 

Ventilation: None required unless mists, smoke or vapors are produced at high 
temperatures. 


Section IX Special Precautions 


Storage Segregation; Not needed 

Special handling / Storage: Exercise ordinary care in handling chemicals. 

Other Precautions: Avoid contamination of cigarettes or other tabacco products. Wash 
hands thoroughly before smoking. Users should be alert to the possiblity that very small 
percentages of the population miay display unexpected allergic skin reactions to otherwise 
innocuous industrial chemicals and rav*r materials. 
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DOT Class: Not restricted 
Prepared / revised by; JMP/DLK 
April 23, 1996 


UN register: N/A 


While the information and recommendations set forth herein are believed to be accurate 
as of the date hereof. King Safety Products makes no warranty with respect thereto an 
and disclaims all liability with respect thereon. 



